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Leakage

Inlet Valve does not work Clean the filter.

Tighten the nut.

The filter is blocked.

Water supply is closed.

Incorrect water level

Problem Solution

Open the water supply

Adjust the Water level correctly as per page 1 & 2..

Reconnect the Adjustment Rod, and adjust the water level as per page  1 & 2 .The Stop Float has been over adjusted beyond its operational range.

The Inlet Valve fixing nut has not been tightened. 

Incorrect adjustment.

Reason
4: Inlet Valve trouble shooting

3 - 7

To increase the water level:
Hold the water inlet body, use a screw driver to adjust the 
Adjustment Rod clockwise (as shown).
The float should be raised.

To decrease the water level:
Hold the water inlet body, use a screw driver to adjust the 
Adjustment Rod anti-clockwise (as shown).
The float should be lowered.

Adjustment
Rod

Float

Adjustment
Rod

Float

Rubber Washer

Plastic Washer
Nut Pull out the filter from the Inlet valve.

Filter

Insert the filter back into the Inlet valve.

2: Inlet Valve installation

Inlet 
Valve

3: Filter cleaning (Please clean periodically)

Clean by rinsing the filter.
Tighten the nut

Cistern Cistern

Filter
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Note: 
             
             

Flush Valve Installation And Problem Solving
1: Flush Valve scale and adjustment setting

2: Flush Valve installation

3: Flush Valve trouble shooting

1.Install again according to the correct installation procedure.

  

3.Disconnet and wash flush valve body.

Adjust water level.Half flush water level is too high or too low. Water level is adjusted incorrectly.
Cable is distorted.

3.Flush valve body is stuck.
2.Flush valve seat does not fit flush valve body.
1.Incorrect installation.

No flush, low flush or half flush volume

Problem

Leakage
2.Install again.

Reason Solution

Remove kinks or sharp bends in the cable. 
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Move float down, flush volume increases.
Move float up, flush volume decreases.

Half flush float 

Full flush adjustor
    Move adjustor down, flush volume increases.
    Move float up, flush volume decreases.

Half flush adjustor
Move adjustor down, flush volume increases.
Move float up, flush volume decreases.

Flush 
Valve

Bracket Cistern

Rubber 
Doughnut

Nut

Flush Valve 
Body

Flush Valve 
Seat
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Close Coupled Flush Valve Installation

Flush 
Valve

Cistern

Low Level Flush Valve Installation

Use the brass nut from Low Level pack to fix the Flush Valve.

Brass nut

31 2

5
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3
2
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6L full flush / 3L half flush4.5L full flush / 2.6L half flush

1 Half Flush Float 1 4.5
2 Half Flush Adjustor 5 5
3 Full Flush Adjustor 1.5 6
1 Half Flush Float 1 4.5
2 Half Flush Adjustor 5 5
3 Full Flush Adjustor 1.5 6

C1,C2

C3,C4

The below diagram is for reference only. In this example, 1  is set to 1, 2  is set to 5,  and 3  is set to 1.5.
The flush valve can be adjusted to suit the particular cistern, please refer to below tables for the settings.
For adjustment method, please refer to the adjustment setting on right side.

Cistern Scale
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2.2 Install The Flush Button (SP6)

Note: 
After installation check that the full flush and half flush are working correctly.
Please consult the trouble shooting pages if there are any problems.

* Make sure the cable is not 
   distorted or kinked.

Full 
Flush

Half 
Flush

Flush
Button Box

Flush Button

Pull

Press the push clip
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Cistern

a b

c d
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Low Level Cistern Installation
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Note: 
Please carefully check for leaks after installation.

Determine the exact location of the pan and cistern installation, 
then cut the Flush Pipe accordingly. 
Fit the Pipe into the cistern in the sequence shown in the diagram. 
Then insert the Flush Cone into the pan, followed by the Flush Pipe 
as shown in the diagram.

Inlet Hole

Flush Cone

Pan

Cistern

Outlet

Cone Shaped Washer

Plastic Washer
Fixing Nut

Decorative Cover

Flush Pipe




